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PRODUCT SPECIFICATIONS

Fixture Material Brass

Fixture Finish Bronze Finish

Glass Clear Glass 

Optics Acrylic optical lens

Cowl Material Brass

Binning 3 Step MacAdam

Wiring 1.5 meter of 2 core 0.75mm2 

rubber cable

Life Span 50,000 hours

SOURCE-SBLABL1

LED Chip CREE

Power Consumption 4W / 7W / 10W / 13W / 17W 
(Adjustable)

Input Voltage 12VAC, 50/60 Hz or 12VDC 

Operating Temperature from -20° to 65° C 

Color Rendering Index >85

Warranty 3 years against manufacturing 
defects 

Agency Approval CE, RoHS, UL

Weight 1250 g

ADJUSTABLE BEAM & WATTAGE BRASS SPIKE LIGHT

Standard option.
Non-standard products may be subject to MOQ. Contact your regional sales representative for more information.  

Power Setting 
(Dials 1-5)

Light output by Beam Angle Available color 
Temperatures

IP Rating Adjustable Beam 
Angle Range

20° 40° 60°

#1,  4W

#2,  7W

#3, 10W

#4, 13W

#5, 17W

245 lm

494 lm

711 lm

917 lm

1080 lm

242 lm

480 lm

697 lm

901 lm

1070 lm

208 lm

404 lm

586 lm

757 lm

894 lm

2700K

3000K 65 20° to 60°
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